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MATERIAL DESCRIPTION:
LOW OFFGASSING LACING TAPE BRAIDED OF HIGH TENACITY POLYESTER YARNS.

APPLICABLE SPECIFICATIONS:   MEETS AND EXCEEDS A-A-52081 (FORMERLY MIL-T-43435)

SPECIAL FINISH:  
CC  (MEETS NASA OFFGASING STANDARD & ATSM-E-595)

OFFGASSING:
TOTAL MASS LOSS (TML)  < 1.0 %
COLLECTED VOLATILE CONDENSABLE MATERIAL CVCM: < .1 %

FUNGUS: WHEN TESTED IN ACCORDANCE WITH FED-STD-191, METHOD 5760, THERE SHALL 
BE NO VISIBLE GROWTH OF FUNGUS ON THE SURFACE WHEN VIEWED UNDER THE NAKED 
EYE. 

PACKAGING:
TO BE SUPPLIED ON SPOOLS MINIMUM ORDER LENGTH - 1 SPOOL
INDIVIDUAL SPOOLS SHALL BE WRAPPED FOR PROTECTION FROM FOD

LOW OFFGASSING LACING TAPE
CONSTRUCTION DETAILS

VIEW OF LACING TAPE ON REEL
( FOR REFERENCE ONLY)

INCHES MM INCHES MM LBS KG YARDS METERS
WLT201CC-X 1 0.200 5.08 0.016 0.41 135 61 250 228.5
WLT202CC-X 2 0.110 2.79 0.015 0.38 80 36 250 228.5
WLT203CC-X 3 0.085 2.16 0.014 0.36 50 23 500 457.0
WLT204CC-X 4 0.060 1.52 0.012 0.30 25 11 500 457.0
WLT205CC-X 5 0.050 1.27 0.012 0.30 15 7 500 457.0
WLT206CC-X 6 0.040 1.02 0.012 0.30 15 7 500 457.0
WLT207CC-X 7 0.032 0.81 0.010 0.25 10 5 500 457.0

SPOOL SIZEWIDTH THICKNESS BREAK STRENGTH (MINIMUM)
SIZE

PART NUMBER 
PREFIX:

 WLT2XXCC-X

COLOR CODE:  N = NATURAL
0 = BLACK (SPECIAL ORDER) 

FINISH: CC (SEE SPECIAL FINISH TYPE) DETAIL 
SPECIFICATION NUMBER WITH SIZE

PRODUCT IDENTIFIER


