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I n s u l a t i o n

Bu lbous  Boot s  and  Trans i t ions2.2

Article-No. Type

421-03019 2103-3-J

Adhesive Material

B7 G J H

WM250 √ √ √ √

W8 √ √ √ √

W24 √ √ √ √

V9500 √ √ √ √

HMT200A √ √ √ √

W21 - - - √

Without
Adhesive

√ √ √ √

• Helashrink 2100 Series, with 90° entry

Sizes and Type Table

Type
ØH 

min. a
ØH 

max. b
ØJ 

min. a
ØJ 

max. b
ØK 

min. a
ØK 

max. b
R 

± 10%
W 

± 20% 
V 

± 10%
S 

± 10%
X 

± 10%
Y 

± 10%
Z 

± 10%

2101-1 20.3 20.3 10.7 10.7 7.8 4.1 21.6 1.0 15.0 15.2 3.0 3.0 1.1
2101-2 16.0 20.3 10.0 16.0 16.0 4.1 21.6 1.0 15.0 15.2 3.0 3.0 1.1
2102-1 28.1 28.2 10.6 10.7 10.1 5.3 24.6 1.0 15.0 18.5 3.0 3.0 1.1
2102-2 19.0 28.2 19.0 10.7 19.0 5.3 24.6 1.0 15.0 18.5 3.0 3.0 1.1
2103-1 42.1 42.2 10.6 10.7 13.9 7.4 27.9 1.1 15.0 22.1 3.0 3.0 1.1
2103-2 29.2 42.2 29.2 10.7 29.2 7.4 27.9 1.1 15.0 22.1 3.0 3.0 1.1
2104-1 58.6 58.7 10.6 10.7 17.2 8.6 30.5 1.0 15.0 25.4 3.0 3.0 1.1
2105-1 57.9 57.9 13.7 13.7 19.0 10.7 32.3 1.0 15.0 25.4 3.0 3.0 1.1
2105-2 37.5 57.9 37.5 13.7 37.5 10.7 32.3 1.0 15.0 25.4 3.0 3.0 1.1
All dimensions in mm. Subject to technical changes.

These are with lips.

Article-No. Type

421-01004 2101-1-G

421-01010 2101-2-G

421-02004 2102-1-G

421-02009 2102-2-B7

421-03004 2103-1-G

421-03014 2103-2-G

421-04005 2104-1-G

421-05003 2105-1-G

421-05010 2105-2-J

Connector Cover for Min-D Series

2101-1 supplied / fully recovered.

Standard combinations
with lips

Standard combinations 
without lips

Sizes and Type Table

Type
ØH 

min. a
ØH 

max. b
ØJ 

min. a
ØJ 

max. b
ØK 

min. a
ØK 

max. b
R 

± 10%
W 

± 20% 
V 

± 10%
S 

± 10%
X 

± 10%
Y 

± 10%
Z 

± 10%

2103-3 42.9 42.2 12.4 10.7 13.9 7.4 27.9 1.1 15.0 22.1 – – –
All dimensions in mm. Subject to technical changes.

These are without lips.

Combinations ″On request″

W S

ØK

ØH

ØJ

ØK

b: Fully recovered form (after heating)

R

Y

V

Z

X

ØJ

ØH

a: Expanded form (supplied)

This style provides strain relief and mechanical

protection for Min-D series connectors. Its

unique design allows perfect 90° orientation

on installation. It can be supplied with or with -

out lips in a range of material and adhesive

combinations to suit most  applications. 


