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I n s u l a t i o n

Low P ro f i l e  Boot s  and  Trans i t ion2.1 Low P ro f i l e  Boot s  and  Trans i t ions

Adhesive Material

9 8 6

TSA-200 √ √ √

WM250 √ √ √

W8 √ √ √

W24 √ √ √

V9500 √ √ √

HMT200A √ √ √

Without
Adhesive

√ √ √

b: Fully recovered form (after heating)

• Helashrink 313C Series, with adapter lip
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Article-No. Type

422-00001 313C722-9

422-00101 313C732-9

422-00201 313C743-9

422-00302 313C753-9

422-00400 313C764-9

422-00501 313C774-9

Low Profile Convolute Boots

This style is used with a circular grooved

adapter to provide strain relief and, if

 adhesive is used, excellent environmental

sealing can be achieved.

The convoluted design provides the flexibility

to accommodate different cable outlet angles.

313C722-774 Series supplied / fully recovered.

a: Expanded form (supplied)

Standard combinationsCombinations ″On request″

Sizes and Type Table

Type
ØH 

min. a
ØH 

max. b
ØJ 

min. a
ØJ 

max. b
P 

± 10%
R 

max.
JO 

± 10%
W 

min
B 

nom.
T 

± 0.5 
S 

± 0.5 

313C722 14.2 6.9 11.1 4.8 120.6 21.1 17.3 1.5 62.4 1.3 1.5
313C732 22.4 11.7 17.7 8.1 133.3 26.5 19.8 1.5 67.8 1.3 1.5
313C743 34.0 17.5 26.9 12.7 146.0 32.7 22.3 1.5 73.4 1.3 1.8
313C753 44.2 22.3 36.5 17.5 158.7 37.8 25.4 1.5 78.2 1.3 1.8
313C764 53.8 27.9 45.7 22.3 171.4 42.9 28.4 1.5 82.8 2.0 1.8
313C774 77.2 40.6 54.6 22.8 236.2 62.2 25.4 1.5 138.4 2.0 2.0
All dimensions in mm. Subject to technical changes.


