
18 AWG Conductors:     (3 X EACH)

22 AWG     TPSJ Cables:   (3 X EACH)

Cable Construction:
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COMPOSITE CABLE, S-7244-0011 
(005-1825)

CONSTRUCTION DETAILS 

18 AWG 
Conductors: 

18 AWG (16x30), Tinned Copper, PVC Insulation, 
0.080” OD (+/- 0.008")
UL1007/1569 RATED, 105°C, 300 VOLTS

Colors: GREEN, WHITE, BLACK
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22 AWG 
Conductors: 

E2002S,  22 AWG (7X30), Bare Copper, SR-
PVC, Insulation, 0.045” OD (+/- 0.008”), 
Black & Red

Shield: Aluminum Mylar Foil Wrap

Drain Wire: 24 AWG (7X32), Tinned Copper

Jacket: PVC, 0.015” Wall Thickness, Gray
Cable OD: 0.125” (+/-0.007”)

3 3

Build: Planetary cable all components together: 3 x 18 
AWG wires, 3 x TPSJ Cables 

Cable Binder: Mylar Binder over all components if needed
Cable Jacket: PVC Jacket, 0.045” Nominal Wall Thickness Performance Characteristics
Cable OD: 0.355” (Nominal) TEMPERATURE: -40 °C to +80 °C
Jacket Print: As needed per UL2464 / CSA VOLTAGE: 300 VOLTS RMS (AT SEA LEVEL)
Jacket Color: Gray FLAME TEST: VW-1
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11/26/2012 New Release
THIS DRAWING IS THE PROPERTY OF SILVER STATE WIRE & 
CABLE, INC. AND SHALL NOT BE REPRODUCED, COPIED, OR 

USED AS THE BASES FOR THE MANUFACTURE OR SALE OF THIS 
DESIGN WITH OUT THE WRITTEN PERMISSION OF SILVER STATE 

WIRE & CABLE, INC.
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